SUPPLEMENT I-76 nce OD 


Important: This Catalog Supplement introduces new tools not included in Catalog T-72, Supplement T-73, T-74 and T-75. 


22800 WHEEL STUD INSTALLER 


Easily Installs New Wheel Studs. 

Use with a ratchet or impact wrench to pull the new stud 
securely in place. Position the tool over the stud shaft. Tighten 
the lug nut against the tool to pull the stud in place. Works on 
most all automotive and light-duty truck wheel studs, foreign 
and domestic. NOTE: The bearing will wear with use and is 
not warranted. Shipping wt. 5 oz 

22820 Replacement Bearing & Dust Shield 


Patent Pending 


Driver No. 


39400 Pinion BEARING RacE am AG 
@ drwer Se [eens 
Set Includes 8 Drivers for Driving Inner and are isin 
Outer Pinion Bearing Races on 1/2 & 3/4 Ton a hee 
Ford, Dodge and GM Pickups. so4s0 | 41/2" 


Use the extended, two-piece handle for driving rear pinion 
bearing races. A pneumatic handle is also included for use 
with an air hammer. Shipping wt. 7 lb. 6 oz. 

12820 Pneumatic Handle 

59540 Handle 

59530 Handle Extension (with Tapped Hole) 


Patent Pending 


12800 Master PNEUMaTiIC BEARING be, 

12610 1.565 

12620 1.750 

Rack & SEAL DRIveR SET woo | 1 

This Master Set Contains 11 Drivers to Fit to 
Automobiles and Trucks up to 1 Ton. vze00 | 200 

This set also includes 2 handles, one for hammering and a ir 2470 
pneumatic handle for use with an air hammer. Use the tapered 12810 4.625 

driver side for bearing races; reverse to the flat side for seals. one “eee 


To add the pneumatic handle to your current set order a 12820 
pneumatic driver. Molded case. Shipping wt. 6 Ib. 11 oz. 

12820 Pneumatic Handle 

12730 Handle 


& 59250 MOLDING REMOVER SET 


Quickly Removes Body Moldings. 

Two spring steel blades, 2” and 3 1/2”, are included for all 
sizes of body moldings. Use with the conventional handle, or 
for tough jobs, attach the pneumatic driver for use with an air 
hammer set at 40 psi or less. The replaceable blades flex to 
follow the body contour. Shipping wt. 9 oz. 

59300 3 1/2" Blade 

59310 2" Blade 


14600 FUEL FILTER SOCKET, 5.9L 
CUMMINS 


Helos Remove and Install Fuel Filters on 

5.9 Liter Cummins Engines. 

Use the low profile, 29mm socket on the raised hex on the fuel 
filter housing. 3/8” drive. Shipping wt. 3 oz. 


Patent Pending 
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17850 AXLE SEAL INSTALLER 
FOR FORD 


Installs Front Seals and Rear Axle Seals on 
Ford Vehicles. 

The double ended adapter installs both front and rear 
seals. A long 27 3/4" handle reaches beyond suspension 
components to make hammering easier. The adapter is 
bored to fit over the axle stub. Shipping wt. 3 Ib. 9 oz. 


Front Seals: Rear Seals: Use this side of adapter 


Continental '88-'02 Taurus ‘86-current Aviator ‘03-current for Front Seals. 
EXP ‘86-current Topaz ‘84-'94 Expedition ‘03-current 

Escape ‘03-current Tribute, automatic Explorer ‘02-current 

Escort ‘81-'90 Windstar ‘O3-current Mountaineer ‘02-current 

Freestar ‘04-current Navigator ‘O3-current 

LN-7 ‘82-'83 

Lynx ‘81-'87 


Mariner ‘03-current 
Mazda '03-current 
Monterey Van ‘04-current 
Sable ‘86-cuurent 


Use this side of adapter ¢ 
for Rear Seals 


Patent Pending 


34110 STEERING STABILIZER LINK 
TOOL FOR FORD 


Removes the Stabilizer Link to Replace 
Struts on Taurus, Sable, & Windstar. 

Easily removes the top steering stabilizer link so the strut 
can be replaced. Place the holding tool over the 18mm 
steering link nut. The hardened socket fits the stem hex. 
Turn the 8mm socket with a ratchet to remove. 

Shipping wt. 1 Ib. 1 oz. 

34160 8mm Socket 


41970 Pitman ARM PULLER 


For 2005 and Later Ford F250 & F350. 

A heavy-duty puller for the large Pitman arms on Ford 
250 and 350 trucks. Jaws are forged and heat-treated for 
strength. Position puller jaws under the Pitman arm, turn 
center screw to remove. Shipping wt. 3 Ibs. 

41910 Puller Screw 


44180 Fan CLUTCH SPANNER 
WRENCH 


For GM, Jeep and Dodge Trucks, Vans and 
SUVs With Pressed on Water Pump Pulleys. 
The double-ended spanner wrench fits the holes in 
pressed-on water pump pulleys. Hold the pulley firm with 
the spanner wrench. Use the appropriate open end wrench 
to turn the fan clutch nut (41740 36mm turning wrench 
works on many applications). Shipping wt. 2 Ib. 3 oz. 


39510 30mm 12PT AXLE Nut SOCKET 


Removes and Installs Axle Nuts and 
Automatic Transmission Tail Output Shafts. 
Heat-treated alloy steel, impact quality, extra deep, 

1/2" drive. Shipping wt. 1 Ib. 4 oz. 

Applicaions: Chrysler- 300C, Crossfire 2004, Dodge- Freightliner Sprinter vans with 
215mm rear axle 2004 and up, Magnum 2004, Jeep- Grand Cherokee V6 models 


2005, Lexus- ES300, Pontiac- Vibe, Mercedes- many models, Toyota- Avalon, Camry, 
Highlander, Matrix, VW Beetle, Jetta, Golf 1999 and up. 
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50660 Coll TESTER 


Quickly Check Ignition Coils. 

Use on the car or on the bench to accurately test ignition 
coils. To check an ignition coil, connect the tester to the coil. 
Set the spark tester (included with the tool) at 30kV gap. Turn 
on the ignition, then press and release the coil tester switch. A 
functional coil will produce a spark that bridges the 30kV gap 
on the spark tester. Shipping wt. 5.5 oz. 
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Patent 6,836,120 


39600 PANEL FASTENER PLIERS 


Removes Plastic Panel Fasteners. 
Angled plier tips easily grip and remove plastic body 
fasteners. The plier tips are open in the center so the fastener 


head won't sever from the stem. Plier can be rocked to ho ) 
remove stubborn fasteners. Shipping wt. 7 oz. | Moo, t 


Patent Pending 


58430 SHAFT IN SEAL PULLER 


Removes Cam Shaft and Crank Shaft Seals 
Without Damage to the Shaft. 

Engage the adjustable hook behind the seal. Brace the push 
rod against the engine head and push the handle to remove 
the seal. Removes the seal without damage to the shaft. 
Shipping wt. 6 oz. 

58500 Hook 


Patent Pending 


58700 Toot Tray For Hoists 


Attaches to the Arms of a Vehicle Hoist for 
Holding Parts and Tools. 

Attach the tray to a vehicle hoist arm for a convenient storage 
platform. The tray adjusts to fit hoist arms 4” to 6” wide. The 
tray also adjusts to 2 heights and pivots 360° to position where 
needed. The tray comes with a magnetic pad to hold small 
parts. Shipping wt. 4 Ib. 2 oz. 


Patent Pending 


27530 T-70 Torx® BIT 


New Larger Torx Bit Size. 

Fits the torque converter drain plug on 2003 and later Subaru 
Legacy, Forester, Impreza and brake rotor retaining bolts on 
GM C4500 trucks. 1/2” drive. Shipping wt. 4 oz. 


Patent Pending 


TORX?® is a trademark of Camcar Div. of Textron. 
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45750 INNER TIE RoD TooL gut Ife 


‘Ay e 


Includes an Additional 1 1/2” Crows Foot for ay 
Chevrolet Colorado and GMC Canyon. Og Wi 
Works on tie rods with inaccessible flats. Many inner tie rod MF 


end sockets do not have a complex hex on the full length of 
the socket. The rounded socket ends prevent access to the 
wrench flats. This tool utilizes six crows feet to engage the 
wrench flats. Long socket slips over tie rod end and con- 


nects to the crows foot. The inner tie rod can be removed ("> ("> 
and installed without removing the rack. 
Shipping wt. 3 Ib. 6 oz. > 


45750 Inner Tie Rod Tool. Clam shell. Shipping wt. 3 Ib. 6 0z. Patent 5,287,776 


46170 Hoop Prop 


Includes a Support to Help Prevent Slipping. 
The tool includes our standard -45900 Hood Prop plus a 
support to help prevent the bottom of the tool from slipping. 
The three piece telescoping shaft locks in any position to 
hold hood to the desired height. The tool with the support 
telescopes from 20" to 18 1/4". Place the support over a 
hood adjuster. Then set the hood prop base into the holding 
support. Shipping wt. 2 lb. 4 oz. 

46180 Hood Prop Support 45980 Large Rubber Tip 

45710 Repair Kit 45990 Small Rubber Tip 


Patent 6,195,862 


20670 GASOLINE ENGINE 20280 nm Adept S 
COMPRESSION TESTER FOR 
RECESSED PLUGS 


Works on Heads With Deep Hole Plugs, Hemi 
Engines and Conventional Engines. 

Accurately checks compression on gasoline engines. Includes 21950 Extension 
a 9” removable steel extension to access 14mm spark plug 

holes on Hemi and deep hole style engines. Use the shorter 

14mm & 18mm adapters for conventional engines. The gauge 

registers 0-300 PSI and 1-2100 KPA. Shipping wt. 1 Ib. 5 oz. 

20100 Valve Core 20280 14mm Adapter 21950 Extension 


21950 COMPRESSION TESTER e 
EXTENSION 


9” Extension to Access Spark Plug Holes on 
Hemi and Deep Hole Style Engines. 


Accesses recessed 14mm spark plug holes. Use with a 
Lisle 20250 Compression Tester and other compression 
testers with a 14mm male thread. Shipping wt. 8 oz. 


42800 & 42850 SHort HEAD “sess 


HEX KEvS, FRACTIONAL & METRIC =i: 
Short Heads for Tight Applications. ae 
The 42800 fractional set includes 12 hex keys, .05” through = _1/8" 
5/16”. The 42850 metric set includes 9 hex keys, 1.5mm et 
through 10mm. Shipping wt. 6 oz. "3/16" 

7/32" 
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39400 ANGLED DISCONNECT 
TOOL SET 


Disconnects Air Conditioning and Quick 
Connect Fuel Lines. 

Disconnects spring lock couplings on Ford and Chrysler 

AC lines. Works on fuel lines and other quick disconnect 
couplings on domestic and import vehicles. The handles are 
angled to access tight spots. Made of durable plastic that 
resists fuels and solvents. Six sizes: 5/16", 3/8", 1/2", 5/8", 3/4" 
and 7/8". All disconnects available individually skin-packed. 
Shipping wt. 4 oz. 


39410 5/16" Angled Disconnect 
39420 3/8" Angled Disconnect 
39430 1/2" Angled Disconnect 
39440 5/8" Angled Disconnect 
39450 3/4" Angled Disconnect 
39460 7/8" Angled Disconnect 


Patent 6,195,862 
& Patent Pending 


39890 3pc. ANGLED _T 
DISCONNECT SET | 


For Popular Fuel Lines and A/C Connections. TP 
Three piece set includes 3/8" and 5/16" disconnects for fuel PS gs) | 
lines, 5/8" for fuel lines and air conditioning connections. Set e 
comes skin packed with a bead chain. Shipping wt. 2 oz. 
39410 5/16" Angled Disconnect 


39420 3/8" Angled Disconnect 


39440 5/8" Angled Disconnect Patent 6,195,862 
& Patent Pending 


39960 TRANSMISSION OIL COOLER fs 


at \ 
LINE DISCONNECT FOR FORD EL Uk is 
Two Sizes, 3/8" and 1/2" are Designed to | Fay 
Disconnect Transmission Cooler Lines. lL | 
Use 3/8" size for 2003 and later Ford V8 Explorer, 2004 and 


later Ford F150 and Cadillac CS. Use 1/2" size for Ford Super 
Duty Trucks, F250, F350 and F450. Tip is specially stepped 
to fit connector. Simply push the line toward the connector, 
then engage tool and pull line from connector. Set comes skin 
packed with a bead chain. Shipping wt. 1 oz. 


39910 1/2" Disconnect 
39920 3/8" Disconnect Patent Pending 


35000 FUEL FILTER 
DISCONNECT FoR GM 


Fits GM Flex Fuel Systems. 

Disconnects the fuel line from the fuel filter on 5.3L Suburban, 
Tahoe, Yukon, Avalanche and select Silverados and Sierras. 
Insert the two semicircular disconnects into the coupling. 
Connect the handle and depress to separate the fuel line from 
the filter. Shipping wt. 2 oz. 


34810 Flex Fuel Handle 
34830 Flex Fuel Adapters (2) Patent Pending 
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39900 Master DISCONNECT SET 


Contains 8 Popular Disconnect Tools for A/C 
& Fuel Lines. 

A complete set of disconnect tools that can be stored in 

a handy blow-molded case. All disconnect tools are also 
available individually. Shipping wt. 15 oz. 


37000 AC/Fuel Line Disconnect Set 

39400 Angled AC/Fuel Line Disconnect Set 

35000 Flex Fuel Disconnect for GM 

37500 Fuel Line Quick Disconnect for GM 

39930 5/16" & 3/8" Scissor Disconnect. Shipping wt. 2 oz. 
39940 Coupler Disconnect. Shipping wt. 2 02. 

39960 Ford Transmission Line Disconnect 


Patent 5,455,995 


Patent 6,195,862 
Patent Pending 
30050 Bopy Mate \ 
Includes 5 Handy Body Trim Tools. JS 
1. Angled screwdriver - pry trim panel fasteners. A, & 


2. Fork - pop off panel fasteners, inner trim pads, 
door panel clips. 

3. Point - line up holes, push out broken rivets. 
4. T-15 Torx® - adjust headlights. 

5, #2 Philips. 

Shipping wt. 8 oz. 


© 


Adjusting Headlight 


Patent Pending 


Torx Drive 


37940 12Pc. SUPER TORK® 
Bit SET 


Two-Piece Design for Greater Strength. 

T-10 thru T-60 in one handy set. Six 1/4" drive; five 3/8" 
drive; one 1/2” drive. With convenient vinyl holder. All bits 
are available individually. Shipping wt. 1 Ib. 5 oz. 


51900 Spot WELD CHISEL 


Separates Spot Welded Panels. 

Use to separate panels after the spot weld has been drilled 
out. Drive the blade with a hammer from the end or the side 
through the panel seam. Panels are separated without dam- 
age. The blade is sharpened on three sides, and offset for 
clearance. NOTE: The sharpened edges will wear with use. 
Resharpen on a grinding wheel. Shipping wt. 8 oz. 


Patent Pending 


TORX® is a trademark of Camcar Div. of Textron. 
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20020 LimiteD AccESS SPARK 
PLUG CHASER 


Fits Spark Plug Holes with Limited Access. 
The narrow profile and long length allows access to spark 
plug holes in confined spaces. Use with a 3/8" ratchet or 
extension. Size: M14x1.25 IMPORTANT: Use anti-seize. 
Shipping wt. 3 oz. 


12230 OXVGEN SENSOR 
THREAD CHASER 


Cleans Threads in Oxygen Sensor Holes. 

Use with 3/4" hex socket or 3/8" square drive. Size: M18x1.5 
Also works on M18x1.5 spark plug threads. IMPORTANT: Use 
anti-seize. Shipping wt. 3 oz. 


Patent Pending 


/ 
* / 


Works on GM V6 2.8L, 3.1L and 3.4L Engines. 
Quickly removes push rods so you can replace the intake 
gasket. No need to loosen and retighten the rocker arm. The 
tool pivots the rocker arm to compress the valve spring and 
free the push rod for removal. Shipping wt. 14 oz. 


Patent Pending 


50600 SINGLE-SPRING BRAKE 
Too. FoR GM 


Releases Tension on Both Large and Small GM 
Single Spring Brakes During Servicing. 

Many GM brakes use a heavy single spring. The 50600 
engages the spring and quickly releases the spring tension. 
The brake can then be disassembled to replace brake 

shoes, emergency brake cable or service the brake cylinder. 
Supersedes our 49900 which works on the small spring only. 
Shipping wt. 1 Ib. 8 oz. 

Applications 


Smaller Spring} 1991 to current GM H Body 
Bonneville, LaSabre 
Delta 88 
1992 to current GM C & H Body 
Buick Electra 


Olds 88 
Cadillac Fleetwood 
Cadillac DeVille 
Chevrolet Lumina APV 
Pontiac Trans Sport 
Olds Silhouette 
1995 to current Chevrolet Lumina & Monte Carlo 
Larger Spring } 2005 to current Chevrolet Silverado 
2004 to current Chevrolet Colorado Patent Pending 


12 isc: 


39300 Front HuB & KNUCKLE 
SEPARATOR 


Separates the Frozen Hub Assembly 
from the Steering Knuckle on Dodge and 
GM pickups, Cadillac, Jeep and Other 
Applications. 


Tool drives against loosened retaining bolts to separate 
assembly. Prevents damage to the knuckle and complete 
hub assembly. Tool drives on the bolt flange, so the head of 
the retaining bolt is not destroyed. Made of strong steel for 
durability. Shipping wt. 6 oz. Patent 6,481,084 


20380 M16x1.5 ADAPTER 
FoR 20250 


For Use with 20250 Compression Tester. 
Can be used with the 20250 Compression Tester to adapt 
the tool to work on 2005 Ford Triton engines with 
M16x1.5-6G threads. Shipping wt. 1 oz. 


Cutaway View of 
Pulley Trapped 
Inside Jaw 
Assembly 


39000 “No SLIP” PULLEY PULLER 


Removes and Installs Pressed on Power ae oy 
Steering, Alternator and Air Pump Pulleys <a o EE = Nant 
WITHOUT SLIPPING. as 

The unique puller body completely houses the pulley hub 
to prevent slipping on even the tightest pulleys. Fits most 

domestic models including GM 3.1 and Quad 4 engines. 

Works on traditional V shaped pulleys and serpentine belt 
system pulleys. Also works faster than other conventional 
pulley pullers. Shipping wt. 2 Ib. 1 oz. 


Description 
Handle 
Pusher Shaft 

Jaw Assembly 

Short 3/8-16 Installer Adapter 
Short 8mm Installer Adapter 
Med. 3/8-16 Installer Adapter 
Short Pin 

Long Pin 

Long 3/8-16 Installer Adapter 
Puller Screw 


Patent Pending 


57100 ADJUSTABLE HANDLE 
SERPENTINE BELT TOOL 


Two Adjustable Handles Ensure Full Spring 
Compression. 

Dual handles connect to the extension to remove and install 
most serpentine belts. Use one handle to release the spring 
tension. Engage the second handle where extra travel is 
needed to compress the spring. Made for work in close 
quarters. The low profile design allows clearance in tight 
spots. Seven sockets connect to the drive bar to fit serpen- 
tine pulley bolts. Shipping wt. 3 Ib. 9 oz. 


57110 Hub 57140 Extension 
57170 Handle 57390 14mm Socket Inner handle Inner handle 
57440 15mm Socket 57450 18mm Socket engaged disengaged 
57500 13mm Socket 57530 3/8" Square Drive 
57560 1/2" Square Drive 57580 16mm Socket 
Outer handle Outer handle 
disengaged engaged 


Patent Pending 
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35150 Winpow Bett MOLDING 
REMOVER 


Quickly Removes All Window Belt Moldings. 
Slide the powder-coated tool downward between the window 
exterior and the door. The channel side of the tool should face 
the door. When the tool channel is below the belt molding, 
push or pull the tool upward. The tool quickly removes the belt 
molding without damage to the window or the molding. Fits 
most domestic and import vehicles. Shipping wt. 5 oz. 


© 14500 OL / FUEL FILTER SOCKET 
FOR 6.0L Forp DIESEL 


Removes and Installs Filters on 6 Liter Ford 
Diesel Pickups. 

The low profile socket fits both the 35mm and 36mm fuel and 
oil filters. The low profile socket works in confined spaces. 3/8" 
drive. Not for use with an impact wrench. 

Shipping wt. 4 oz. 


e 58850 Oi Pan PLUG 
RETHREADING KIT 


Removes Damaged Thread and Taps a New 
Oversize Thread. 

This set includes a piloted drill, spring-loaded tapping tool 
and 5 magnetic drain plugs. The unique tapping tool ensures 
the new thread will be perpendicular to the gasket surface to 
prevent leakage. Works on soft steel and aluminum oil pans 
with 1/2", 12mm & 14mm threads. Can be used on the vehicle 
when room permits. Shipping wt. 2 Ib. 1 oz. 


58650 Plugs & Gaskets (Set of 5) 


58880 Piloted Drill Assembly 


G 58900 Tap 


21260 Arm GLOVE 


Total Hand and Arm Burn Protection. 

The heat resistant Keviar® material protects hands and arms 
from hot surfaces. This enables work on hot engines and 
exhaust systems without waiting. Works on both right and 
left hands. The glove portion is coated with a vinyl tread for 
greater gripping power. Extends to 24". Washable. 

Shipping wt. 3 oz. 


Keviar® is a trademark of DuPont. 
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Patent Pending 


Drilling Drain 


Patent Pending 
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96150 COMBINATION FLARING TOOL ad 


Works for Single and Double Flares, Also 
ISO (Bubble) Flares. 

This set includes all the adapters and tools necessary for 
single and double flaring (standard and metric) plus the 
ISO (bubble) flare. Works on aluminum, copper and soft 
steel tubing. Not recommended for stainless steel. The set 
is packed in a plastic molded storage case with complete 
instructions. Shipping wt. 3 Ib. 8 oz. 


Part # | Description 


31180 | 3/8” Adapter 
31370 | 3/16” Adapter 
31380 | 1/4” Adapter 
31390 | 5/16” Adapter 
31410 | 1/2” Adapter 
56220 | 6mm Adapter 
56240 | 10mm Adapter 
56270 | 4.75mm ISO Adapter 
56300 | 6mm ISO Adapter 
56330 | 8mm ISO Adapter 
56360 | 10mm ISO Adapter 


seatan stntnrae 


Patent 6,199,421 


58600 Basic FUEL INJECTION 
TEST SET 


This set checks fuel pressure on most domestic (except 
GM TBI) and Japanese Fuel Injection and Throttle Body 
Injection Systems. Tests the following: Bosch AFC, MPC, 
Digijet/Digifant - except C.I.S.; Chrysler; Ford; GM - except 
T.B.I.; Japanese Fuel Injection Systems; others using 
Bendix-type fuel injection or Schrader-type valve including 
the small Schrader valve found on Ford. Shipping wt. 4 Ib. 


43900 PNeumartic OxvGEN SENSOR 7 © 
REMOVER 4 


Pneumatic Action Removes Oxygen Sensors. 
Use this set with an air hammer to remove stubborn, baked-on 
oxygen sensors. The pneumatic action works where conven- 
tional sockets won't. The compact design allows easy access 
under the hood. To install sensors, use the socket only with a 
3/8" drive ratchet. Shipping wt. 1 Ib. 4 oz. 


43940 Socket 43960 Driver 


33400 Pneumatic Brass DRIFT 
PUNCH SET 


Driving Action Without Damage to Metal Parts. 
Use this set with an air hammer to dislodge stubborn parts. 
The soft brass punches won't damage other metal surfaces. 
Also, it won't spark. Two head diameters cover most applica- 
tions. Works great for driving bearings on and off transmission 
and axle shafts, driving door pins, knocking pins out of chain 
linkages, replacing U joints and carrier bearings on drive 
shafts. Note: The brass drift punches are perishable and are 
not warranted. Redress punches as they mushroom with use. 
Shipping wt. 1 Ib. 6 oz. 


33410 Long Drift Punch 33420 Short Drift Punch 41520 Pneumatic Driver 


Patent Pending 
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56650 ADJUSTABLE SEAL PULLER 


Head Adjusts to 5 Positions. 

Two hook sizes easily remove most oil and grease seals. 
Where clearance is a problem, remove the pin to reposition 
the head. The adjustable head works great on front wheel 
drive transaxles. Also works on front crankshaft seals without 
removing the radiator. Shipping wt. 15 oz. 


56680 Pull Pin 
Patent Pending 

24550 COMPUTER SAFE CIRCUIT TESTER —_. «05% 

Also Indicates Polarity. pesto 

Safe for automotive computers. Won’t damage sensitive elec- S 


tronic components. Draws less than 21 mA. at 12 volts DC. 
Operating range 3-28 volts. The red light indicates positive 
polarity, green indicates negative polarity. Shipping wt. 6 oz. 


24560 Replacement Bulb 


52650 HARMONIC BALANCER INSTALLER 


Installs Harmonic Balancers or Drive Pulleys 
that are Pressed on the Crankshaft. 

This set includes a driving screw, thrust bearing and threaded 
adapters necessary to work on a wide range of domestic and 
some import harmonic balancers. Shipping wt. 3 Ibs. 6 oz. 


52220 Bearing 52230 Driver 

52270 7/16" - 20 Adapter 52290 M12 x 1.5 Adapter 
52300 1/2" x 20 Adapter 52320 M14 x 1.5 Adapter 
52330 9/16" - 18 Adapter 52340 5/8" - 18 Adapter 
52350 M16 x 2.0 Adapter 52360 3/4" - 16 Adapter 


28890 Truck ANCHOR PIN 
BUSHING DRIVER 


Also Removes Truck Leaf Spring Bushings. 
Pneumatic bushing driver set removes and installs truck 
and trailer anchor pin bushings and stuck anchor pins. 
Drive the bushing out with the small cone. Use the larger 
cone to install bushing to the proper depth. Ship. wt. 18 oz. 


28900 Driver 28910 Remover Cone 28920 Installer Cone 


15740, 16570, 16580 & 16590 
STONES FOR NIKASIL CYLINDERS 


These special stones are designed for honing Nikasil plated 
cylinders found on some ATVs, motorcycles, snowmobiles, 
waverunners and other small cylinders. Use with a Lisle 
15000 or 16000 Hone to clean and hone the cylinder and 
produce a crosshatch pattern on the cylinder wall. The 
blended stone grit is less abrasive to protect the Nikasil cyl- 
inder wall. Each stone set includes 2 stones and 2 wipers. 


15740 Stone Set. For 15000 Hone. Range 2.75" - 3.75". Shipping wt. 6 oz. 
16570 Stone Set. For 16000 Hone. Range 1.75" - 2.20". Shipping wt. 3 oz. 
16580 Stone Set. For 16000 Hone. Range 2.05" - 2.50". Shipping wt. 3 oz. 
16590 Stone Set. For 16000 Hone. Range 2.35" - 2.75". Shipping wt. 4 oz. 
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92032, 93032 & 94032 
LarGE WHEEL GREEPERS 


Bigger Wheels for a Better Ride. 

Our popular plastic creepers are now available with larger, 
4" pop-in urethane wheels. The larger wheels provide a 
much smoother ride on cracked or uneven floor surfaces, 
over floor debris and under heavy loads. Also rolls better on 
regular floor surfaces. The creeper body is the same as our 
low profile plastic creeper models 92102, 93102 and 94102. 


92032 Large Wheel Plastic Creeper, Red. Boxed. Shipping wt. 14 Ibs. 8 02. 


93032 Large Wheel Plastic Creeper, Yellow. Boxed. Shipping wt. 14 Ibs. 8 oz. 
94032 Large Wheel Plastic Creeper, Blue. Boxed. Shipping wt. 14 Ibs. 8 oz. 
96572 4" Pop-in Wheel 


96412 Headrest 


“aa 
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Dimensions: length 38", width 17 1/2", height 8 5/8", floor clearance 3 3/4". 


NOTE: You can interchange or retrofit your conventional Lisle plastic creepers, 
models 92102, 93102 and 94102 with six 96572 4" rollers. Patent D406,684 


96572 LarGe GREEPER WHEELS 


Larger 4" Diameter Urethane Rollers for a 
Better Ride. 


The larger urethane creeper wheels roll better on all surfaces. 

Works especially well on cracked or uneven floor surfaces and 
under heavy loads. Rollers also fit the conventional Lisle plas- 

tic creeper models 92102, 93102 and 94102, so you can inter- 
change rollers or retrofit your conventional plastic creeper. 


96572 4" Pop-in Wheel for Plastic Creepers. Shipping wt. 1 Ib. | 


95002 Foto Up CREEPER ot 


The Padded Vinyl Creeper Adds Comfort atid 
and Protection on the Job. eataias 


Works great on off road situations and under a vehicle 
where no jacks or lifts are used. Folds up and hangs for 
convenient storage. Shipping wt. 2 Ibs. 15 oz. 


TURN YouR TOOL IDEA Into MONEY 


LISLE CORPORATION CURRENTLY PAYS ROYALTIES TO OVER 80 INDIVIDUALS. 


Dimensions: 
Unfolded 18" x 48", 
Folded 18" x 24". 


A PROVEN SUCCESS FORMULA! GETTING STARTED... 


Lisle Corporation has been in business since 1903 with sales . 

distribution throughout the world. Through the years, Lisle has been 1. Requestan Inea Grados Agroainent. 
a leader in developing and marketing new tools for the automotive 
service industry. Most of these new tools were developed by our own 
engineering department...but many successful tools were the ideas by 
individual mechanics who recognized a problem and came up with a 
tool to solve it. 


2. Return the signed Idea Disclosure Agreement to Lisle Corporation 
along with a description of your tool idea. If you have a working model, 
sketch or drawing of your idea, it is helpful to include these with your 
agreement. Please note, all disclosures are made on a non-confidential 


— F : ; basis. 
If you have an original tool idea which others may need, Lisle 


Corporation is interested in evaluating your idea. 3. Lisle Corporation will promptly evaluate your idea. You will then be 


notified whether or not Lisle will offer an award or royalty. The awards 

are based on many factors including: date of submission, identification 

of the problem, precise solution to the problem, status of patent 

protection, originality of the idea, utility of the idea and the uniqueness | 
of the idea. The decision on awards is solely at the discretion of Lisle | 
Corporation and is final. 


Your idea may be produced and sold by lisle Corporation under 

an attractive Award or Royalty Agreement that will bring you an 
income for years to come. Even with a very good tool idea you need 
someone who can manufacture and sell the tool. 


The Lisle Corporation has been working with inventors of new tools 
on an award or royalty basis for many years. 


Avon, Connecticut 
Mr. Rulon’s tool idea (our #70500 Tap 
Socket Set) is one of the more recent 
inventions that has been added to the 
Lisle tool line. This tool is ideal for use in 
areas where a T-handle won't fit. The set 

comes with 8 sockets that fit taps made to 
M.C.T.I. standards. | 
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